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Model noitacifitnedI
Mass of the gk0.540.34Mecnailppa
Number of 22seitivac
Heat source per cavity (electricity or gas) Electricity Electricity
Volume per :reppUVytivac  35 /  

Lower: 50
Upper: 35 /  
Lower: 59

L

Energy  (electricity) required to 
heat a standardised load in a cavity of an 
electric heated oven during a cycle in 

 mode per cavity (electric final 
energy)

ECElectric cavity Upper: 0.60 /  
Lower: NA

Upper: 0.66 /  
Lower: NA

kWh/cycle

Energy  (electricity) required to 
heat a standardised load in a cavity of an 
electric heated oven during a cycle in fan-forced 
mode per cavity (electric final energy)

ECElectric cavity Upper: NA /  
Lower: 0.66

Upper: NA /  
Lower: 0.75

kWh/cycle

Energy  required to heat a 
standardised load in a gas-fired cavity of an 
oven during a cycle in  mode per 
cavity (gas final energy)

ECGas cavity NA NA MJ/cycle :
kWh/cycle

Energy  required to heat a 
standardised load in a gas-fired cavity of an 
oven during a cycle in fan-forced mode per 
cavity (gas final energy)

ECGas cavity NA NA MJ/cycle :
kWh/cycle

Energy Efficiency Information
Value

DC741 DC941


